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Earthing and accessories

Undergound cable and supply cable
• �These cables can be used for over earth and under earth fence supply,  

for connection of earth stakes and gateways. 
• The voltage strength is approx. 12000 Volts.
• �All cables are double insulated and have a conductor made of galvanized steel wire.

Earth post 
with fencer support for intelliSTOP fencers

• �Galvanised earth stake complete with fencer support for all intelliSTOP 
dry battery operated fencers.

• �The unit slides onto the support and then fixes on. Thus the fencer 
is securely positioned and directly earthed without the need for any 
additional cable connection. 

• �The fencer support allows for a security lock to be fitted. This makes 
the disconnecting of the fencer and the opening of the battery fencer 
impossible for someone who is unauthorised to use the fencer.

• �Also this drill hole allows for a connection to an additional earth cable.

Anti-theft earth post  
with mounting for intellistop 
fencers

• �Complete with fencer mounting for all 
intelli-STOP dry battery fencers. 

• �Similar mounting to Part No. 60130.
• �It´s corkscrew shape makes it difficult to 

pull out of the ground.

Epoxy resin kit
• �With this kit you can connect underground 

cables. These need to be sealed 
connections to avoid any interference to 
the current flow.

• kit consists of 1 x casting compound, 2x  
connectors, 1 x pair of work gloves.

Fencer- and earth 
connection kit
• Consists of earth stake, fence connection 

cable, 2m long and earth connection 
cable, 3m long and warning sign.

14040	 25m	 1.6mm	 500m		  1

15525	 50m	 1.6mm	 500m		  1

15956	 100m	 1.6mm	 500m		  1

15516	 100m	 2.5mm	 1.000m		  1

Part. no.	 length of spool	 Ø	 max. length of fence supply		  Piece

15858C		  Set

Part no.		  Piece

15321		  1

Part no.		  Piece

15343		  Set

Part no.		  Piece

60131		  1

Part no.		  Piece

60130		  1

Part no.		  Piece

12.000 Volt

double 
insulated

Insulated cable 
for earth posts
• To connect earth stakes 1m (Part no. 14041 

and 14199) or earth stakes 1.5m (Part no. 
15017).

• �The cable is double insulated and has a 
conductor of galvanized steel wire 1.6 mm.

• �10m roll.


